
Technical Specifications 

CHARACTERISTICS / REGULATORY RESULT

UNICLIC click system UNICLIC

Dimensions 900 x 305 mm

Total thickness 6 mm

Backing 1 mm IXPE

Wear layer 0.55 mm

Bevel Bisel micro

Surface 33 / 42

Manufacturing T

Classification EN429 6

Wear group EN649:2011 Dirección longitudinal 0,05 %
Dirección transversal 0,015 %

Color fastness to light EN ISO105 B02:2014 0 mm

Dimensional stability ISO23999:2018
Manufacturing direction. R10

Deformation after heat exposure ISO23999:2018 0.11 kv

Slip resistance DIN 51130:2014-02 2000 kg/m3

Antistatic protection EN14041:2018/EN1815:2016 Bfl-s1

SPC board density OK

Fire behaviour EN 13501-1-2018 Clause 9
EN ISO 9239-1:2010, EN ISO 11925-2:2010,COR1-2011 < 0.21 mm

Chair wheel scratch test EN ISO 4918:2016 OK

Determination of residual indentation EN ISO 24343-1:2007 (R2015) DS (≥ 0.30º)

Chemical and colour resistance EN 26987:2012 OK

Dynamic coefficient of friction on dry floor surface A+

Resistance to movement of furniture legs EN 424:2001 0.106 W/(m.K) | 0.057(m2.K)/W

VOC emissions test EN ISO 16000-9:2006 / COR-1-2007, ISO 16000-6:2001 19 dB

Thermal conductivity and thermal resistance EN 12664:2001 19 dB

Impact sound improvement ISO 10140-1:2016 15

Sound insulation ISO 717-2:2013 10

Domestic use warranty* 15

Commercial use warranty* 10



Technical Specifications 

720 m
m

1290 mm 930 mm

Product Code ETF EAN m2 Box Weight 
m2

Slats  
Box

Boxes  
Pallet Layer Click Base  

IXPE
Thick-
ness

840 ETNA STONE SUNST840001 8436558846289 1,922 10,50 7 52 0,55 UNICLIC 1 mm 6mm

841 URBAN GREY 
STONE SUNST841001 8436558846296 1,922 10,50 7 52 0,55 UNICLIC 1 mm 6mm

842 LIVORNO 
STONE SUNST842001 8436558846302 1,922 10,50 7 52 0,55 UNICLIC 1 mm 6mm


